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Reflow Condition
Pb-Free assembly
(see as bellow)

Pre
Heat

-Temperature Min (Ts(min)) +150℃

-Temperature Max(Ts(max)) +200℃

-Time (Min to Max) (ts) 60-180 secs.

Average ramp up rate (Liquid us Temp
(TL) to peak) 3℃/sec. Max

Ts(max) to TL - Ramp-up Rate 3℃/sec. Max

Reflow
-Temperature(TL)(Liquid us) +217℃

-Temperature(tL) 60-150 secs.

Peak Temp (Tp) +260(+0/-5)℃

Time within 5℃ of actual Peak Temp (tp) 30 secs. Max

Ramp-down Rate 6℃/sec. Max

Time 25℃ to Peak Temp (TP) 8 min. Max

Do not exceed +260℃
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Soldering parameters

Package Dimensions & Suggested Pad Layout 

SMBF

THRU ES3ABF          ES3JBF
ACE MOUNT SUPER FAST RECTIFIERS3.0AMP SURF

.216(5.5)

.051(1.3)

Dimensions in inches and (millimeters)

.173(4.4)

.165(4.2)

.010(0.26)

.007(0.18)

.146(3.7)

.138(3.5)

.200(5.1)

.039(1.0)

.086(2.2)

.075(1.9)

.051(1.30)

.043(1.10)
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Resistance to Soldering Heat Test Conditions

Tape & rell specification 

Tape 

P0 P1 P2 D0 E

F
W

T

B0

K0D1

SECTION : B-B

A0

SECTION : A-A

Symbol Dimension (mm) 

W 12.00±0.10

P0 4.00±0.20 

P1 8.00±0.20 

P2 2.00±0.20 

D0 1.55±0.15 

D1 1.55±0.15 

E 1.75±0.20 

F 5.50±0.05 

A0 2.93±0.25 

B0 5.00±0.25 

K0 1.45±0.20 

T 0.25±0.10 

13” Reel 
D2 330.0±5.0 

D3 73.0Min. 

D4 14.0±2.5 

W1 16.0±2.5

Quantity: 5000PCS 
 

D2

D3

D4

W1

THRU ES3ABF          ES3JBF
ACE MOUNT SUPER FAST RECTIFIERS3.0AMP SURF


	RATING AND CHARACTERISTIC CURVES (SS52 THRU SS510)

